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Preliminary information
Other applicable 
documents

The machine documentation consists of this user manual, together
with other documents:

Name Description

Spare parts catalogue Complete list of all spare parts available in the KVERNELAND GROUP after-sales
service network.

Online catalogue corresponding to the machine, available via
https://www.kvgportal.com/publicquest/
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Introduction
Introduction

Who should read this 
operating manual?

This user manual is aimed at farmers and persons trained and
qualified in activities in the field of agriculture and who have received
training in the use of this machine.                             

Safety note for the user    
Familiarise yourself with the contents of this user manual before
starting to use it or climbing on the machine. User safety and quality of
work depend on it.

Note for the manager:   
Personnel should be given regular training in the use of this machine.
No person, who is not trained or authorised, should use this machine.

Instructions The dealer provides the user with instructions relating to the use and
maintenance of the machine.           

Meaning of symbols A variety of symbols is used to provide clarity. Their meaning is as
follows:

• A dot is followed by a list

 A triangle precedes operations to be carried out.

 An arrow refers back to other passages in the text.

We have also used pictograms to help you find instructions more
quickly:

NOTE The term “Note” indicates advice and comments on use.

A spanner indicates advice on fitting or adjustment work.

A warning triangle indicates important safety information. Failure to
observe these safety instructions can result in:

• Machine operating faults;

• Damage to the machine;

• Injuries or accidents.

This symbol indicates the presence of a message of an informative
nature.

The “Examples” pictogram indicates examples that assist under-
standing of the instructions.

A plus sign in square brackets indicates optional equipment.[+]
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Security
Security

For user safety This section contains general safety information. The various chapters
in this user manual include specific safety instructions, among other
things. Follow the safety instructions, in order to:

• ensure your own safety,

• ensure the safety of others,

• ensure the safety of the machine.

When handling agricultural machines, failure to follow instructions can
result in multiple hazards. Therefore, always take care when working
and never rush.

Note for the manager:
As required by law, you should regularly inform those working on the
machine of the existence of safety instructions.

Safety symbols To ensure user safety, stickers are applied to the machine. Do not
remove these stickers. If they are illegible or no longer properly stuck,
order new ones and fit them in the corresponding positions.

Meaning of symbols

Read and follow the user manual and the safety instructions before
switching on the machine or doing work on it.

Carrying passengers on the moving machine is prohibited (during
transport and when working).

There is a danger of hands being crushed in an area where there are
likely to be moving parts. Keep your hands away from these areas.

Danger of crushing by an articulated part of the machine. Install the
safety devices provided and/or check the working order of the
automatic safety devices before entering a hazardous area.

Risk of the feet being crushed during adjustment of the machine. Keep
a safe distance from this part of the machine.
7



Security
Risk of flying stones or other items. Keep a safe distance from this part
of the machine.

Risk of foot amputation caused by a rotating toothed tool. Keep a safe
distance from this part of the machine.

Risk of falling on tools with rotating rollers. Keep a safe distance from
this part of the machine.

Risk of crushing from the tractor’s lower lift arms during hitching/
unhitching operations. Keep a safe distance from this part of the
machine.

Presence of cutting and contusive edges. Before you start to make any
adjustments, make sure that all the parts of the machine are immobile.
Make sure that you do not bump against the machine.

The tractor’s hydraulic pressure must not exceed 210 bars (3045 PSI).
Check the hydraulic pressure.

Risk of collision due to excessive width. Make sure that all the
retractable or folding elements are blocked in transport position.
8



Security
Meaning of symbols specific to 
the Knock-on accessory

Risk of projections in the event of hitting the coulter with a hammer.
(Two copies of this decal are provided with the accessory. These
decals are to be stuck on the front left and rear right beams of your
machine, see diagram opposite).

The coulters are made from treated steel.

 To avoid contact between two hard parts, use the specific 
Knock-on tool.

• During assembly or disassembly operations, never directly hit 
the coulters with a hammer. This risks causing shards, 
breaking parts and causing serious injury. 

For safety reasons, the following safety equipment is mandatory:

• A visor or protective goggles to guarantee maximum protection 
of the face.

• Gloves.

The following safety equipment is highly recommended. 

• Safety shoes, 

• Covering clothes, 

• Hard hat.
9



Security
Safety rules

General recommendations Prior to switching on, check that the machine complies with safety
requirements and particularly that protective and safety devices (for
example moving guards, cover, hazard stickers, etc.) are in place and
functional.

Before you start work, familiarise yourself with all the equipment,
controls and functions on your machine. Once you have started, it is
too late.

If an operating incident occurs:

 Shut down the machine immediately.

 Identify the cause of the incident. 

 Make repairs before continuing.

No repair operations should be carried out on the machine unless:

• all measures have been taken to prevent unintentional start-up 
(uncouple the power take-off and/or hydraulic hoses, tractor 
engine switched off, for example),

• chocks have been placed under the frame to prevent it falling,

• the vehicle has been immobilised using the appropriate systems.

Before leaving the tractor: 

 Put the machine on the ground. 

 Activate the hand brake.

 Remove the ignition key.

No one should stand between the tractor and the machine unless the
vehicle is immobilised (hand brake, chocks, etc.), the engine is
switched off and the ignition key removed.
10



Security
Hitching Follow the coupling instructions carefully:

• when manoeuvring, select the tractor’s lowest possible forward 
speed,

• no one should stand between the tractor and the machine when 
manoeuvring the tractor or during lifting operations,

• the type of tractor hitch should be adapted to suit the machine’s 
hitch,

• when hitching, position the tractor’s hydraulic controls such that the 
hitch does not move during handling,

• the hitch must be locked and should not come detached by itself in 
the lower position. 

The weight distribution is altered when the machine is hitched. The
maximum load per vehicle axle (see manufacturer’s information)
should not be exceeded. If there is insufficient loading on the front
axle, extra weights must be installed, so that control over the vehicle’s
steering is retained.

When hitching or unhitching the tool, remember to position all
supports correctly (for machines equipped with such) to prevent
machine imbalance.
11



Security
Transport Follow the highway code when travelling on public roads.

Pay attention to the machine’s off-centre weight on bends, and to load
transfer. Adjust your forward speed accordingly.

During transport, lock the lower lift arms to prevent any sideways
movement.

No movement should be made outside an agricultural field or close to
people, until folding extensions or folding or tipping accessories
(where they exist) have been locked in the transport position.

In transit, the hydraulic hoses of the folding jacks must be
disconnected to prevent accidental unfolding.

For machines with a transport axle, secure the locking system in place
prior to travelling on the road.

During travel, the lift control must be positioned, so as to prevent the
tool from being accidentally lowered.

Check that your hitch meets local road safety requirements. Where
applicable, it is your responsibility to install and test transport
equipment (for example lighting, signals, guards, etc.) corresponding
to the characteristics of your tractor-machine assembly and the
applicable statutory requirements. Make sure that the dimensions of
the machine comply with the highway code.

Carrying persons on the working tool or during transport is prohibited.

For all movements, brakes must be coupled (no single wheel braking).
12



Security
Use No one should enter the folding extensions area or folding or tipping
(where fitted) accessories movement area, until they have been
locked by the system provided for this purpose. This system can be a
chain, pin, rigid rod or a controlled double valve.

Before starting up: 

 Ensure that there is no one in the immediate vicinity (children, etc.).

 Ensure that you have sufficient visibility.

Any intervention on the machine is prohibited when the tractor is
moving. Keep a safe distance of at least 5 metres from the moving
machine (forward movement, movement of any part of the machine,
movement of the tractor lift).

For equipment with lateral deflectors or any other accessory with
vertical adjustment, it is recommended that you maintain a safe
distance, in case the equipment accidentally falls during adjustment.
Wearing safety shoes is recommended.

Serious injury - even death - can result from contact with power lines.
Take all necessary precautions to avoid any contact, if you are moving
or using the machine close to a power line.

In the event of use on uneven terrain, the tractor can deviate from its
path if it encounters a hole, ditch or other irregularity.

Allow only one person, the operator, on the tractor when it and the tool
are in operation.
13



Security
Servicing No work should take place within the turning circle of the tractor/tool
assembly, unless the brakes or immobilisation system have been
engaged.

When changing parts on the machine, you should pay attention to all
parts with sharp edges or corners. We recommend that safety
equipment is worn (hard hat, safety shoes, gloves, etc.)

For machines fitted with folding extensions, you must follow the
instructions in this manual for assembly, disassembly and adjustment.

It is strictly forbidden to disassemble springs used as safety devices
for working parts: This operation must only be performed by
specialists.

Regularly check that bolts are tight, tyre pressures are correct and the
hydraulic circuit is in good condition.

Before doing any welding, disconnect the electrical boxes (where
present) and disconnect the tractor’s alternator and battery, if the
tractor is hitched.

Never direct a high pressure cleaner jet straight at bearings, the
hydraulics, electrical boxes or other sensitive machine components
(you could damage them). Take care with splashback from the jet on
certain surfaces.
14



Security
Unhitching There is a serious risk of injury when unhitching the machine from the
tractor. Therefore:

 immobilise the tractor,

 never position yourself between the tractor and the machine during 
unhitching,

 operate the tractor’s hydraulic lift slowly and carefully,

 make sure that the machine is on flat and sufficiently stable 
ground.

 connect or disconnect hydraulic tubes, only if there is no pressure 
in the tractor’s and machine’s hydraulic system.

Hydraulic installation The hydraulic system is pressurised.

When connecting the hydraulic system, make sure that the tractor
system and tool are not pressurised.

Connect the hydraulic system, following the instructions in the
manual. Colour code sockets, so as to prevent incorrect connections
(inverting functions could cause an accident).

Before doing any work on the hydraulic system, lock the hydraulically
controlled folding extensions in the rest position, bleed out the
pressure and switch off the tractor engine.
15



Presentation of the machine
Presentation of the machine

Field of application This machine is considered to be interchangeable equipment within the
meaning of European directive 2006/42/EC and is considered to be
agricultural equipment within the meaning of directive ASABE S390.

This chapter contains general information about your machine as well
as information concerning the following points:

• Usage clause.

• Characteristics.

• Description of machine components.

• Technical data.

Usage clause This machine has been designed solely for normal agricultural use,
i.e. for cultivating farmland. Any other use or misuse, for example,
transport, land clearing or transmission of power to another machine
is considered to be contrary to the intended use.

The manufacturer and specialist dealer decline any responsibility for
damage caused by use other than normal use. The user assumes all
risks.

Compliance with the conditions of use includes compliance with the
manufacturer's operator's manual.

The safety instructions (detailed above) and rules regarding general
safety, occupational health and road traffic must also be followed.

Modifications to the tool made by the customer or the use of spare
parts or accessories that are not original parts will void the manufac-
turer's liability for all damage resulting from the modification.

The manufacturer cannot be held liable for damage resulting from
incorrect settings, choice of equipment, seed, fertilizer, treatments or
farming strategy or for any other damage not directly related to the
machine.
16



Presentation of the machine
General Description

Rigid machine

D

B

A

C

Reference Designation

A Hitching

B Roller(s)

C Levelling accessory

D Stubble / cultivator module
17



Presentation of the machine
Folding machine

D

B

A

C

Reference Designation

A Hitching

B Roller(s)

C Levelling accessory

D Stubble / cultivator module
18



Presentation of the machine
Technical specifica-
tions

Enduro & Rigid Enduro Pro

Enduro
3000

Enduro Pro
3000

Enduro
3500

Enduro Pro
3500

Working width (m/ft) 2.85 (9’4”) 3.42 (11'3")

Transportation width (m/ft) 3.00 (9’10”) 3.50 (11’6”)

Number of tines 10 12

Width of rollers (m/ft) 3.00 (9’10”) 3.50 (11'6")

Number of rows 3

Type of tines Triflex 700 (non-stop) or bolt safety

Distance between rows (mm/in) 750 (29 ½")

Ground clearance (mm/in) 870 (34 ¼")

Distance between tines (mm/in) 285 (11 ¼")

Working depth (cm/in) 5 to 30
(1 31/32” 

to 11 13/16”)

5 to 35
(1 31/32” 

to 13 25/32”)

5 to 30
(1 31/32” 

to 11 13/16”)

5 to 35
(1 31/32” 

to 13 25/32”)

Min./max. total power
(hp/kW)

90 / 240
67 / 177

110 / 270
81 / 199

Hitch category Cat II / III

Depth control
Hydraulic

with chocks
Hydraulic

continuous
Hydraulic

with chocks
Hydraulic

continuous

Levelling option Tines or levelling discs

Levelling adjustment Mechanical

Available rollers Cage roller, Double cage, Actiring, Actiflex, Actipack, Actipress solo, Actipress Twin

Total weight with
Triflex tines
+ Levelling discs
+ Cage roller                   (kg/lbs)

1 750 (3 858) 1 810 (3 990) 2 100 (4 630) 2 170 (4 784)

Total weight with:
Triflex tines
+ Levelling disc
+ Actiflex                         (kg/lbs)

1 870 (4 123) 1 930 (4 255) 2 260 (4 982) 2 330 (5 137)

Total weight with: 
Triflex tines
+ Levelling disc
+ Actipack                       (kg/lbs)

2 020 (4 453) 2 080 (4 586) 2 430 (5 357) 2 500 (5 512)

Total weight with:
Triflex tines
+ Triple finger harrow
                                         (kg/lbs)

- 1450 (3197) - 1650 (3638)

Signalling and lighting kit Option
19



Presentation of the machine
Enduro & Enduro Pro 
Folding

Enduro
4000 F

Enduro Pro 
4000 F

Enduro
4500 F

Enduro Pro 
4500 F

Enduro
5000 F

Enduro Pro 
5000 F

Working width (m/ft) 3.85 (12’8”) 4.40 (14'5") 4.90 (16'1")

Transportation width (m/ft) 2.85 (9’4’’)

Number of tines 14 16 18

Width of rollers
(m/ft)

4.00 (13'2") 4.50 (15’) 5.00 (16’5”)

Number of rows 3

Type of tines Triflex 700 (non-stop) or bolt safety

Distance between rows
(mm/in)

750 (29 ½")

Chassis (mm/in)

Ground clearance (mm/in) 870 (34 ¼")

Spacing between the tines 275 (11 27/32") 270 (10 5/8")

Working depth
(cm/in)

5 to 30
(1 31/32” 

to 11 13/16”)

5 to 35
(1 31/32” 

to 13 25/32”)

5 to 30
(1 31/32” 

to 11 13/16”)

5 to 35
(1 31/32” 

to 13 25/32”)

5 to 30
(1 31/32” 

to 11 13/16”)

5 to 35
(1 31/32” 

to 13 25/32”)

Min./max. total power
130 hp / 300 hp
96 kW / 221 kW

150 hp / 325 hp
111 kW / 239 kW

170 hp / 350 hp
125 kW / 258 kW

Hitch category Cat III

Depth control
Hydraulic 

with spacers
Hydraulic 

continuous
Hydraulic 

with spacers
Hydraulic 

continuous
Hydraulic 

with spacers
Hydraulic 

continuous

Levelling option Tines or levelling discs

Levelling adjustment Mechanical Mechanical Mechanical Mechanical Mechanical Mechanical

Rollers Cage roller, Double cage, Actiring, Actiflex, Actipress Solo and Actipack

Total weight with
Triflex tines
+ Levelling discs
+ Cage roller         (kg/lbs)

2 710 (5 975) 3 035 (6 691) 2 985 (6 580) 3 310 (7 298) 3 130 (6 901) 3 460 (7 628)

Total weight with:
Triflex tines
+ Levelling disc
+ Actiflex              (kg/lbs)

2 975 (6 559) 3 300 (7 276) 3 280 (7 231) 3 605 (7 948) 3 475 (7 661) 3 850 (8 488)

Total weight with: 
Triflex tines
+ Levelling disc
+ Actipack             (kg/lbs)

3 190 (7 033) 3 515 (7 749) 3 510 (7 739) 3 835 (8 455) 3 720 (8 202) 4 050 (8 929)

Total weight with: 
Triflex tines
+ Triple finger harrow 
                                (kg/lbs)

- 2600 (5732) - 2950 (6504) - 3050 (6724)

Signalling and lighting kit
Optional

Parking stands
20



Presentation of the machine
Types of coulters / fins by tine 
type Image Thread Size

Bolted coulters

Plough point
60 mm (2 3/8”)

Plough point
60 mm (2 3/8”) 

+ Fin 320 mm (12 1/2”)

Knock-on coulters

80 mm (3”)

80 mm (3”)
+ Fin 320 mm (12 1/2”)

150 mm (6”)

250 mm (9 3/4”)

320 mm (12 1/2”)

Carbide coulters

70 mm (2 3/4”)

70 mm (2 3/4”)
+ Fin 320 mm (12 1/2”)

70 mm (2 3/4”)
+ Carbide coulter 320 mm (12 1/2”)
21



Presentation of the machine
Tine / deflector protection

Image Thread Size

Enduro and Enduro Pro

Tine protector
60 mm (2 3/8”)

Deflector
80 mm (3”)

Spiral deflector (right and left)
80 mm (3”)
22



Presentation of the machine
Rear accessory variants

Variants mounted on
parallelogram - With roller

Levelling discs + roller

• Working depth check by roller.

• The levelling is performed by notched discs mounted on rubber
spring safety.

• Consolidation is performed by the roller.

Levelling tines + roller

• Working depth check by roller.

• The levelling is performed by tines on spring mounted safety
mechanisms.

• Consolidation is performed by the roller.

Roller only

• Working depth check and consolidation by roller.
23



Presentation of the machine
Variants mounted on
parallelogram- With Triple finger harrow

• Combs mounted in line on 3 harrows to level and control the
development of weeds. 

• Ideal association with coulters equipped with wings 

• 3 possible settings:

• Setting of the offset and inclination in workshop.

• Manual setting of the comb angle.

• Hydraulic setting of the harrow relief.

 Référez vous à la section Adjusting the triple finger harrow page 
82.

• Triple finger harrow only.

NOTE To use the Triple finger harrow, you must install control wheels at the
front of your machine. They are used to adjust the working depth when
a roller is not fitted.
 Référez vous à la section Adjusting the triple finger harrow page 

82.
24



Presentation of the machine
Variants mounted on roller arms

There are three configurations mounted on roller arms:

Levelling discs + roller [+]

• Working depth check by roller.

• The levelling is performed by notched discs mounted on rubber
spring safety.

• Consolidation is performed by the roller.

Tines + roller [+]

• Working depth check by roller.

• The levelling is performed by tines on spring mounted safety
mechanisms.

• Consolidation is performed by the roller.

Roller only [+]

• Working depth check and consolidation by roller.
25



Presentation of the machine
Roller variants

Cage roller diameter 550 mm (21 1/2”)

• Reconsolidation of light to medium soils.

Actipack roller diameter 560 mm (22 1/4”)

• Reconsolidation and crumbing of all types of soil. 

• This roller is also suitable for clay and sticky soils.

Actiring roller diameter 540 mm (21 1/4”)

• Reconsolidation and crumbing of all types of soil (but limited in 
excessively stony conditions).

Actiflex roller diameter 580 mm (22 3/4”)

• Reconsolidation and crumbing of all types of soil.

Actipress Solo roller diameter 565 mm [+] (22 1/4”)

• Good drive and good lift in light soils.

• This roller is also suitable for ground with an irregular surface and
stony conditions.

• With or without levelling device composed of standard or carbide
skids mounted on blade.
26



Presentation of the machine
Roller 
accessories

Finger harrow:

• Installed behind the rollers.

• A short version for the single rollers and a long version for the
double rollers.

• Used to:

• Prevent growth of weeds.

• Pull the surface roots.

Double cage roller diameter 400 mm (15 3/4”)

• Crumbing, levelling and depth control for all types of soil.

Actipress Twin crossing roller
diameter 565 mm (22 1/4”)

• Crumbing, levelling, consolidation and improved depth control for
all types of soil.

• This roller is also suitable for ground with an irregular surface and
stony conditions.
27



Presentation of the machine
Other accessories

Signalling and lighting All lights, reflectors, licence plates and signalling or warning panels on
the tractor must be perfectly visible.

If this is not possible, you must install lights and a licence plate on the
machine.

If necessary, contact your dealer to order a new lighting kit.

Rigid machines

• Front

• Rear

Folding machines

• Front

• Rear
28



Presentation of the machine
Hydraulic edging discs and 
tines [+]

Used to retract and extend the edge levelling components from the
cab:

• Available only on rigid machines.
29



Presentation of the machine
Parking stands

The struts are only available on folding machines.

When storing the machine, special struts can be used in order to store
the machine in folded position to save space.

Proceed as follows:

 Raise the machine.

 Fold the machine.

Fitting the front struts

 Unpin and remove the spindle A from position “1” - Retracted.

 Place the strut in front of position “2” - Extracted,
then put back the spindle A.

 Put back the pin C in the spindle A.

 Repeat the procedure for the second strut.

Fitting the rear strut

 Leave the spindle B in its position “0”.

 Unpin and remove the spindle A from position “1” - Retracted.

 Place the strut in front of position “2” - Extracted,
then put back the spindle A.

 Put the pin back in the spindle A.

Check that the struts are correctly fitted:

 Gently lower the machine. 

 Check that the everything is stable.

Struts
struts

A

2

1

C

Rear
strut

0

1

C
B

2

A

Risk of collision

 Retract the struts before unfolding or folding the machine to
avoid serious damage to the machine.
30



Presentation of the machine
Deflector distribution It is possible to replace the tine protectors with deflectors. In this case,
ensure you follow the configuration diagrams opposite that show the
ex-factory configuration, in order to get a better result when working.

Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 0 x8

Enduro / Enduro Pro 3.00 m (9’10’’) rigid – pitch 285 mm (11’’)
31



Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 0 x10

Enduro / Enduro Pro 3.50 m (11’5’’) rigid – pitch 285 mm (11’’)
32



Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 0 x12

Enduro / Enduro Pro 4.00 m (13’2’’) folding – pitch 275 mm (10 3/4”)
33



Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 0 x14

Enduro / Enduro Pro 4.50 m (15’) folding – pitch 275 mm (10 3/4”)
34



Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 0 x16

Enduro / Enduro Pro 5.00 m (16’5”) folding – pitch 275 mm (10 3/4”)
35



Presentation of the machine
Optional configurations

Deflectors

Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 x8 0

Enduro / Enduro Pro 3.00 m (9’10’’) rigid – pitch 285 mm (11 1/4”)
36



Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 x10 0

Enduro / Enduro Pro 3.50 m (11’5’’) rigid – pitch 285 mm (11 1/4”)
37



Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 x12 0

Enduro / Enduro Pro 4.00 m (13’2’’) folding – pitch 275 mm (10 3/4”)
38



Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 x14 0

Enduro / Enduro Pro 4.50 m (15’) folding – pitch 275 mm (10 3/4”)
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Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x1 x1 x16 0

Enduro / Enduro Pro 5.00 m (16’5”) folding – pitch 270 mm (10 1/2”)
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Presentation of the machine
Spiral deflectors

Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x5 x5 0 0

Enduro / Enduro Pro 3.00 m (9’10’’) rigid – pitch 285 mm (11’’)
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Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x6 x6 0 0

Enduro / Enduro Pro 3.50 m (11’5’’) rigid – pitch 285 mm (11’’)
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Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x7 x7 0 0

Enduro / Enduro Pro 4.00 m (13’2’’) folding – pitch 275 mm (10 3/4’’)
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Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x8 x8 0 0

Enduro / Enduro Pro 4.50 m (15’) folding – pitch 275 mm (10 3/4’’)
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Presentation of the machine
Tine deflectors Tine protectors

Spiral Left Spiral Right Centred -

x9 x9 0 0

Enduro / Enduro Pro 5.00 m (16’5”) folding – pitch 270 mm (10 1/2’’)
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Safety
Safety

Unhitching

Hydraulic system The hydraulic system is pressurised.

When connecting the hydraulic system, make sure that the tractor
system and tool are not pressurised.

Connect the hydraulic system, following the instructions in the
operator's manual. Colour code sockets, so as to prevent incorrect
connections (inverting functions could cause an accident).

Before any intervention on the hydraulic system: 

 Block the folding extensions hydraulically controlled accessories in
their rest position.

 Reduce the pressure.

 Stop the tractor engine.

Other instructions Observation of instructions
In addition to the instructions listed above, always obey: 

• Accident prevention instructions.

• Generally recognised safety regulations, occupational health
requirements and road traffic regulations,

• The notes given in this operator's manual,

Instructions for use, maintenance and servicing.

WARNING

High risk of injury when uncoupling the machine
To prevent any danger:

 Immobilise the tractor.

 Never position yourself between the tractor and the machine
during uncoupling.

 Operate the tractor hydraulic lift slowly and carefully.

 Make sure that the machine is on flat and sufficiently stable
ground.

 Connect or disconnect the hydraulic connectors to/from the
tractor hydraulic system only when the tractor/machine
assembly is no longer pressurised.
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Receipt and assembly
Receipt and assembly

Inspection on receipt

Mounting the rear 
accessory

 Present the rear accessory (the roller depth adjustment system
with or without the levelling system) to the rear of the machine.

 Check the alignment of the roller with the chassis.

 Tighten the attachments.

 Check that all attachments are tight.

CAUTION

The machine may be delivered partly disassembled
In this case, carefully follow the assembly instructions contained
in the assembly handbook.
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Receipt and assembly
Rear accessory 
configurations

Levelling discs

Enduro Pro

Rigid Enduro Pro 3.00 m (9’10’’)

Rigid Enduro Pro 3.50 m (11’6’’)

Folding Enduro Pro 4.00 m (13’2’’)
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Receipt and assembly
Folding Enduro Pro 4.50 m (14.9’)

Folding Enduro Pro 5.00 m (16’5”)
49



Receipt and assembly
Enduro

Rigid Enduro 3.00 m (9’10’’)

Rigid Enduro 3.50 m (11’5’’)

Folding Enduro 4.00 m (13’2’’)
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Receipt and assembly
Edging discs with the hydraulic 
option [+]

When the edging discs with hydraulic option is installed, the central
discs are no longer offset but at the same level.

Folding Enduro 4.50 m (14’9”)

Folding Enduro 5.00m (16’5”)
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Receipt and assembly
Levelling tines

Enduro Pro

Rigid Enduro Pro 3.00 m (9’10’’)

Rigid Enduro Pro 3.50 m (11’5’’)

Folding Enduro Pro 4.00 m (13’2’’)
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Receipt and assembly
Folding Enduro Pro 4.50 m (15’)

Folding Enduro Pro 5.00 m (16’5”)
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Receipt and assembly
Enduro

Rigid Enduro 3.00 m (9’10’’)

Rigid Enduro 3.50 m (11’5’’)

Folding Enduro 4.00 m (13’2’’)
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Receipt and assembly
Folding Enduro 4.50 m (15’)

Folding Enduro 5.00 m (16’5”)
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Receipt and assembly
Repositioning the 
signalling equipment on 
the Actipress Twin

Rigid Enduro machines

When fitting the signalling equipment on the roller frames:

 Make sure that the lighting harnesses follow the recommended
cable routing.
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Receipt and assembly
Repositioning the 
rollers

Attachment by bracket or by 
clamp Valid for both attachment modes:

 For the tightening torques, refer to chapter "Standard tightening
torques“ on page 102.

 Symmetrically present the roller(s) at the rear of the machine.

 Assemble the brackets, or the clamps.

 Bolt the brackets or clamps without tightening to the recommended
torque.

 Check that the roller(s) is (are) aligned with the chassis, with a
20mm (1”) gap in the centre.

 Tighten the nuts A until the tube of the roller touches the flat of the
roller arms.

 Make sure that the rollers are correctly positioned in their brackets
or clamps.

 Tighten the nuts B to the recommended torque.

 Lastly, tighten the nuts A to the recommended torque.

 Check all the tightening torques.

20 mm - 1”

A

B
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Hitching
Hitching

DANGER

Keep a safe distance from the
machine/tractor assembly during operations.
Non-compliance with this instruction may cause serious injury or
even death.

Check that the tractor and the machine are completely
immobilised before working between the machine and the
tractor.

WARNING

 Comply fully with safety instructions.

 Never stand between the tractor and the machine during the
coupling operation.

Risk of collision
All folding and unfolding operations must be made with the struts
retracted.

 Before unfolding, pin the struts in the retracted position.

 Connect the hydraulic hoses to the tractor.

• Dual effect for folding.

 Connect the road signals connector, if present.
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Hitching
Hitching rigid machines
 Adjust the bar on the third point to the required coupling category.

 Bring the tractor to the machine.

 Couple the machine to the tractor lifting arms.

 Hitch the machine to the third point.

 Adjust the tractor arms so that the machine has the least amount
of clearance possible to the right and the left.

 Connect the road signals connector, if present.

 If necessary, clean the hydraulic couplings to prevent impurities
from entering the hydraulic circuit.

 Connect the hydraulic hoses to the tractor.

• Dual effect for hydraulic depth control.

• Dual effect for hydraulic retraction of the discs or levelling tines
(if fitted).

Hitching folding 
machines  Do not change the factory setting of the axis of the bar.

 Bring the tractor to the machine.

 Couple the machine to the tractor lifting arms.

 Hitch the machine to the third point.

 Adjust the tractor arms so that the machine has the least amount
of clearance possible to the right and the left.

 Connect the road signals connector, if present.

 If necessary, clean the hydraulic couplings to prevent impurities
from entering the hydraulic circuit.

 Connect the hydraulic hoses to the tractor.

• Dual effect for hydraulic depth control.

• Dual effect for folding.

No. Description

A Category II ( For rigid machines only)

B Category III ( For rigid and folding machines)
59



Transport
Transport

Safety Before travelling on roads with the machine, please read the following
safety instructions carefully. Compliance with these instructions is
important and helps you avoid accidents:

DANGER

Do not carry anyone on the machine
This could cause serious injury or even death.

CAUTION
Make sure that the machine complies with current requirements.

 Make sure that the machine is equipped with suitable signalling
devices.

 Make sure that the machine is equipped with suitable warning
and safety devices.

 Make sure that the machine complies with the following points:

• permitted transport width,

• permitted weight,

• permitted axle loads,

• permitted tyre load limits,

• permitted total weight.

Make sure that the machine is equipped with all suitable warning
and safety devices.

Always comply with the highway code.

Remove plant debris, stones and large clumps of earth before
driving on the road.

Do not transport a triple finger harrow on the road, unless it has
previously been pressurised. An unstable triple finger harrow
could damage the machine. 
Refer to the chapter "Hydraulic adjustment of the triple harrow
relief" on page 86.

Failure to comply with applicable regulations engages the liability
of the driver and owner of the machine.
60



Transport
Respect the transpor-
tation width

If you have a rigid machine equipped with levelling tines, make sure
that the edge levelling tines are retracted. To do this, proceed as
follows;

Manual device
 Remove pin A from its "work" position.

 Push fully the tube of the edge levelling device.

 Insert the pin in the correct hole for transport.

 Repeat on the other side.

Hydraulic device
 Actuate the distributor to fully retract the tubes of the edge levelling

device.

 Disconnect the edge levelling function hydraulic lines from the
tractor to avoid any
accidental operation during transport.

Triple harrow extension Before transporting rigid machines, make sure to retract the
extensions fitted on the triple harrow:

 Unpin and remove the spindle A.

 Pivot the extension B upwards until the holes "1" are aligned with 
the hole "2 ".

 Put hack the spindle A in the hole “2”.

• The extension is in transport position.

 Repeat the operation for the other extensions.

Lighting
and signalling

 Ensure that the lighting, reflectors, licence plate, sign boards and
warnings are always fully visible.

 If this is not possible, fit lights and a number plate to the machine.

A

1 2

B

B

A
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Adjustments
Adjustments

DANGER

Comply fully with safety instructions.
Keep a safe distance from the machine/tractor assembly
during operations. 
Non-compliance with this instruction may cause serious injury or
even death.
Check that the tractor and the machine are completely
immobilised before working between the machine and the
tractor.

CAUTION

Never turn with the machine in the ground. This could damage it.
62



Adjustments
Flexibility Several types of coulter equipment (coulters + deflectors) can be
equipped on Enduro type tines to better adapt to the type of work to
be carried out.

Coulter range From superficial stubble tillage to deep tilling, using a coulter suited to
the depth of the work lets you perform the right work while limiting the
traction power and the energy required.

Deflector range The upper part of coulter equipment plays an important role on the
work (mixing, required power and levelling).

If the machine tines are equipped with right and left deflectors, then
when starting up, it is necessary to check the levelling quality. If
required, it is possible to invert one or several pairs of deflectors in
order to improve mixing or levelling quality.

Coulter range

Width
(mm)

60 320 80 320 150 250 320 70 320

Width
(inches)

2 3/8” 12 1/2” 3” 12 1/2” 6” 10” 12 1/2” 2 3/4” 12 1/2”

Depth
(cm)

10 - 35 5 - 15 10 - 35 5 - 15 8 - 25 5 - 15 5 - 15 10 - 35 5 - 15

Depth
(inches)

4” - 13 3/4” 2" - 6" 4" - 13 3/4" 2" - 6" 3" - 9" 2" - 6" 2" - 6" 4" - 13 3/4" 2" - 6"

Deflector range

Deflectors Protector

Width
(mm)

80 60

Width
(inches)

3” 2 3/8”

Model
available

Right spiral/No 
spiral/Left spiral

No spiral

Depth
(cm)

5 - 25 10 - 35

Depth
(inches)

2” - 12” 4” - 14”
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Adjustments
Adjustment of working 
depth:

NOTE: Ensure that the frame remains horizontal when working when you
adjust the depth of the rollers.

Before you start work in the field, adjust the various parts of the
machine.

 Set the working depth of the rollers.

 Adjust the rear levelling accessories (if fitted).

Adjustment of rear rollers

Enduro Pro On machines fitted with a parallelogram system, the working depth is
adjusted from the tractor cab.

The position of the arrow A indicates the working depth in centimetres.

The depth adjustment value indicated is theoretical. It must be
checked when working and readjusted if necessary.

Machine horizontal alignment must also be checked and readjusted.

CAUTION
Danger of crushing and entrapment

 Comply fully with safety instructions.

 Keep a safe distance during manoeuvres.

A

64



Adjustments
Enduro The working depth is adjusted hydraulically via the rollers.

The hydraulic cylinders allow the rollers to move. The working depth
is set when the cylinders A rest on the spacers B placed on the rod.

 Raise and stabilise the machine.

 Actuate the hydraulic distributor to lower the rollers.

 Add chocks C to reduce the working depth or remove them to
increase it.

 Apply the same setting to all roller cylinders.

 Actuate the hydraulic distributor to set the cylinders A against their
spacers B.

 Place the machine on the ground and move forward a few metres.

 If necessary, correct the length of the third point so that the chassis
remains parallel to the ground.

AC

B

Number of chocks 
engaged

Working depth

0 30 cm (12”)

5 20 cm (8”)

10 10 cm (4”)

14 0 cm (0”)
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Adjustments
Adjusting with control wheels

Enduro and Enduro Pro - 
Hydraulic adjustment

The control wheels fitted at the front of the machine are used to adjust
with the hydraulic cylinders A the working depth of the machine.

This adjustment is made using plastic chocks fitted on the cylinder rod,
the system resting on these chocks.

The depth is determined by the number of chocks fitted.

• Adding more chocks reduces the working depth.

• Removing chocks increases the working depth.

NOTE The working depths relative to the number of chocks engaged given
in the following table are theoretical. They must be checked on the
machine and readjusted if necessary.

 Raise the machine.

 Stabilise the machine.

 Actuate the hydraulic distributor to lower the rollers.

 Add or remove chocks: same principle as for the the adjustment of
Enduro rear rollers, previous Chapter.

 Apply the same setting to all roller cylinders.

 Actuate the hydraulic distributor until the jack(s) bear against the
chocks.

Control
wheel

A

Number of chocks 
engaged

Working depth

0 35 cm (13 25/32”)

5 29 cm (11 27/64”)

15 15 cm (5 29/32”)

28 0 cm (0”)

CAUTION

Check that the machine is horizontal after making any
adjustments.
Always check that the machine is horizontal after making these
adjustments. If necessary, correct it by adjusting the tractor upper
link.
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Adjustments
Enduro and Enduro Pro - 
Manual adjustment

A pair of control wheels fitted at the front of the machine are used to
adjust with the handles A the working depth of the machine equipped
with a finger harrow or with no rear accessories.

Each wheel is equipped with a rule B. It indicates the machine working
height adjustment values: from 0 to 35 cm.

Adjustment:

 Raise and stabilise the machine.

 Turn the handle A until the required working depth can be read on
the rule B.

 Make the same adjustment on the other wheels.

The working depth is directly related to the coulter wear and to depth
of the control wheels in the ground.

Adjustment check:

 Over a working distance of a few metres, check that the depth
worked corresponds to that required.

 If necessary, readjust the wheels by repeating the above steps.

Control
wheel

B

A

B

CAUTION

Check that the machine is horizontal after making any
adjustments.
Always check that the machine is horizontal after making these
adjustments. If necessary, correct it by adjusting the tractor upper
link.
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Adjustments
Adjusting the edging 
disc levellers

An uneven ground surface may require adjusting the height of the
edging disc levellers.

The height can be adjusted by ±2 cm (0.8") by moving the two bolts A
in the “1”, “2” or “3” position holes. 

 For the tightening torques:
see "Standard tightening torques" à la page 102.

 Unscrew the two nuts A that hold the edging disc levellers.

 Remove the two screws.

 Line up the holes depending on the required position.

 Put back the two screws.

 Screw up the two nuts.

1 2 3 A
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Adjustments
Adjustment of rear 
accessories

Proceed as follows to adjust the working depth of the levelling discs or
levelling tines.

Enduro Pro The levelling is positioned on a parallelogram connected to the roller
mountings by handles.

The height of the levelling elements follows the height of the roller, but
the levelling height must be adjusted if the working depth is changed
significantly.

By default, the angular position of the levelling elements is optimum,
but a slight angular adjustment can be carried out using the different
positions of the parts C: see "Angular adjustment" à la page 70.

Adjusting the height

 Raise the machine.

 Raise le levelling as much as possible using the handles A.

 Place the machine on the ground, keeping it horizontal.

 Using the handles A lower the levelling down to the ground without
penetrating.

 Using the rule B, check that the adjustment is the same on both
sides.

 Test and then correct the setting depending on the quality of
levelling obtained.

• The setting is correct when the soil is correctly levelled and
shows no trace of the tines.
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Adjustments
Angular adjustment

This adjustment is only required in case of difficult conditions where
the levelling element height adjustment is not sufficient. Nevertheless,
the adjustment at position “1” is the optimum adjustment for correct
levelling.

 Lower the machine to the ground.

 Undo the nuts C.

 Take the weight off the levelling by turning the nut B using a size
36 wrench.

 Remove the screws C and insert them in the holes of the required
adjustment position. 

 Put back the nuts on the screws C and tighten.

 If the working conditions change, return to position “1”.

Visual check after adjustment:
Test these adjustments on the field, observe the work carried out by
the front and rear discs and compare the result obtained with the
criteria in the following table:

Levelling faults visible in the 
worked area if the rear discs 
work at a greater depth than 

the front discs.

No levelling faults visible in 
the worked area if the front and 

rear discs work at the same
depth.

Levelling faults visible in the 
worked area if the front discs 
work at a greater depth than 

the rear discs.
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